DEENDAYAL PORT AUTHORTY
Construction Division

Sub :- CSR activitiesfor providing facilitiesin Girls Hostel of Kasturba Gandhi Balika Vidhyalay, Gandhidham - Renovation of girlstoilets.

SCHEDULE-B

’\Sl;' Description of Items Total Qty. Rate Unit Amount
1 Providing and fixing white vitreous china pedestal typetewaclosef

(European type) with seat and lid, 10 litre low level whitéredus chinf

flushing cistern & C.P. flush bend with fittings & C.I. bragts, 40 mm flush

bend, overflow arrangement with specials of standard maice mosquitd

proof coupling of approved municipal design complete,udahg painting of

fittings and brackets, cutting and making good the walls #oars wherever

required :
A) W.C. pan with ISI marked white solid plastic sead lid 8.00 Each
2 Providing and fixing wash basin with C.I. brackets, 15 mnHTpillar cock,

32 mm PTMT waste coupling of standard pattern, includingniiag off

fittings and brackets, cutting and making good the walls neter required.

White Vitreous China Flat back wash basin size 550x400 mrh wiitgle 14

mm PTMT pillar cock 8.00 Each
3 Providing and fixing C.P. brass bib cock of appabgaality conforming to

1S:8931
a 15 mm nominal bore 20 Each
4 Providing and fixing C.P. brass stop cock (conadaté standard design and

of approved make conforming to 1S:8931.
a 15 mm nominal bore 12 Each
5 Providing and fixing C.P. brass shower rose w20 mm inlet :
a 150 mm diameter 12 Each
6 Providing and fixing PTMT towel rail complete witbtackets fixed to

wooden cleats with CP brass screws with conceététgs arrangement of
approved quality and colour




600 mm long towel rail with total length of 645 mwidth 78 mm and
effective height of 88 mm, weighing not less th&0 gms

10

Each

Providing and fixing on wall face unplasticised Ri§VC rain water pipes
conforming to IS : 13592 Type A, including jointimgth seal ring
conforming to IS : 5382, leaving 10 mm gap for that expansion, (i) Singlg
socketed pipes.

110 mm diameter

50

1=

Providing and fixing unplasticised -PVC pipe clips of apged design t
unplasticised - PVC rain water pipes by means of 50x50x50 rard ivoog
plugs, screwed with M.S. screws of required length,inalgdcutting brick
work and fixing in cement mortar 1:4 (1 cement : 4 coarse sand)making
good the wall etc. complete.

110 mm

25

Each

Providing and fixing on wall face unplasticisedV®moulded
fittings/accessories for unplasticised Rigid PV® raater pipes conforming
to IS : 13592 Type A, including jointing with seailg conforming to IS :
5382, leaving 10 mm gap for thermal expansion.

Single tee with door 110x110x110 mm

Each

Bend 87.5° 110 mm bend

Each

Coupler 110 mm

Each

10

Providing and fixing Chlorinated Polyvinyl Chloride (€E) pipes, having
thermal stability for hot & cold water supply, including &lPVC plain &
brass threaded fittings, i/c fixing the pipe with clamps &0lm spacing. Th
includes jointing of pipes & fittings with one step CPVC seht cement an
the cost of cutting chases and making good the same inclugisting o
joints complete as per direction of Engineer in Charge.(@afed work,
including cutting chases and making good the veitty

o n

15 mm nominal outer dia Pipes

25




20 mm nominal outer dia Pipes

25

25 mm nominal outer dia Pipes

25

11

Providing and fixing 600x450 mm beveled edge mirror ofesigy glass (of

approved quality) complete with 6 mm thick hard board grodixed to
wooden cleats with C.P. brass screws and washeiplete.

18

Each

12

Providing and laying Ceramic glazed floor tiles of size0O8B00 mn
(thickness to be specified by the manufacturer) of 1st guatinforming ta

IS : 15622 of approved make in colours such as White, Ivorgy(Flume Refd

Brown, laid on 20 mm thick cement mortar 1:4 (1 Cement :4 Coaend
jointing with grey cement slurry @ 3.3kg/sgm including ptig the joints
with white cement and matching pigment etc., coteple

30

M2

13

Providing and fixing Ist quality ceramic glazed wall sleonforming to IS:

15622 (thickness to be specified by the manufacturer), pfaged make, i
all colours, shades except burgundy, bottle green, blaclarof size a

approved by Engineer-in- Charge, in skirting, risers opstand dados, over

12 mm thick bed of cement mortar 1:3 (1 cement : 3 coarse samtipinting
with grey cement slurry @ 3.3kg per sgm, including pointingvhite cemer
mixed with pigment of matching shade complete.

(2 =]

—

30

M2

Total Rs.




